
 
 

  Technical Data Sheet 
 

Soudabond AG 2K 342 
Revision: 25/08/2021  Page 1 from 2 

  

Remark: This technical data sheet replaces al previous versions. The directives contained in this documentation are the result of 
our experiments and of our experience and have been submitted in good faith. Because of the diversity of the materials and 
substrates and the great number of possible applications which are out of our control, we cannot accept any responsibility for 
the results obtained. Since the design, the quality of the substrate and processing conditions are beyond our control, no liability 
under this publication is accepted. In every case it is recommended to carry out preliminary experiments. Soudal reserves the 
right to modify products without prior notice.:  

Soudal NV  Everdongenlaan 18-20  2300 Turnhout, Belgium 
Tel.: +32 (0)14-42.42.31 Fax: +32 (0)14-42.65.14 www.soudal.com 

Technical data 

Basis 2-component polyurethane 

Curing system Chemical curing 

A-Component 
Consistency 
Color 
Density 
Packaging - weight 
 
B-Component 
Consistency 
Color 
Density 
Packaging - weight 
 
Mixture 
Ratio 
Consistency 
Color 
Density 
Pot-life 

 
Paste 
Green 
Approx. 1,50 kg/dm³ 
Bucket – 6kg or 12 kg 
 
 
Paste 
Brown 
Approx. 1,50 kg/dm³ 
Bidon - 0,85 kg 
 
 

A:B = 7:1 
Paste 
Green 

Ca. 1,55 kg/dm³ 
After mixing: Ca. 40 min 

Open time* 40 – 50 min after application 

Load baring 12h (limited) – 24h (full load) 

Advised application temperature +10°C - +35°C - RV 40 - 65% 

Temperature resistance -20°C – 80°C 

Application rate  approx. 0,9 kg/m² depending on tooling used 

(*) This varies according to ambient conditions such as temperature, humidity, substrate etc. 

 
Product description 
Soudabond AG 2K 342 is a solvent free 2-
component polyurethane adhesive for bonding 
synthetic turf seams and field markings on 
polyester seaming tapes. This adhesive can be 
used in all weather conditions 

Properties 

• Permanently elastic after curing 

• Excellent resistance to UV radiation 

• Very good adhesion on many materials 

• Excellent resistance to many chemicals 

• Waterproof 

• Green color 

• Can be used in all weather conditions, indoor & 
outdoor 

Packaging 
Color:  Green 

packaging:   2-component 
  A = Bucket 6 kg or 12 kg 
  B = Bidon 0,85 kg 

Shelf life 
12 months in unopened packaging in a cool and dry 
storage place at temperatures between +5°C and 
+25°. 

Application method 
Pour component B into the container of component 
A and mix the components for at least 2 minutes. 
For the 12kg packaging of component A, pour and 
mix 2 components B to achieve the correct ratio. 
Use a variable speed electric drill with a mixing 
paddle attachment. Ensure thorough mixing to 
achieve a homogeneous mixture. 
Always mix one package at the time (A-component 
+ B-component). Never deviate from the 
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prescribed mixing ratio between A- and 
B-component. Every deviation of this mixture ratio 
will adverse the curing of the adhesive and the final 
mechanical properties.  
 
Soudabond AG 2K 342 must be applied within 40 
minutes after mixing. When manually applied, apply 
the adhesive by means of Soudal notched trowel 
B11. Press the artificial grass with sufficient force 
into the adhesive. 
 
Cleaning: Uncured adhesive may be removed from 
tools with Soudal Surface cleaner, acetone or white 
spirit. Cured adhesive must be removed 
mechanically. 

Remarks  

• Always consult the installation instructions of the 
artificial grass manufacturers before starting 

• Applying too much adhesive can result in 
bleeding of the adhesive through the seam 

• At higher or elevated temperatures, the curing 
speed can increase up to 20 minutes faster. 

• Do not apply the adhesive if it has become too 
thick to trowel easily onto the substrate. 

• Do not dilute the adhesive. 

• It is not recommended to apply the adhesive at 
temperatures below 10° or above 35°C 

Health- and Safety Recommendations 
Take the usual labor hygiene into account. Use 
only outdoors or in well-ventilated areas. Consult 
the packaging label for more information. 
 

 


